
Compact and lightweight chest ascender 
which includes our new patented rollers for 
high efficiency climbing.
It can be used also as locking pulley, for 
hauling purposes only.
Working load limit: 120 kg
Two colours available:
- ref. 2256 red;
- ref. 225601 black.

TECHNICAL SHEET

2256  TURBOCHEST

110

TURBOCHEST BLACK
225601

Opening
button

Easy-to-use
pulling cord.

It can be attached 
or removed

according user’s
preference.

Geometry
verified for

loading during
traverse.

Precision casted
stainless steel locking cam

with self cleaning holes.

Main attachment hole.
Twisted to fit well
on the harness.

Side holes for
self cleaning.

Holes for
self cleaning.

Patented stainless steel
rollers for low friction

on the rope.

Aluminium alloy
main structure.

Thickness: 3.5 mm

Secondary hole. For
tensioning of the ascender.

Not for load purposes.
Ergonomic button

for descending. Large
opening, it fits finger

with gloves.

Rollers 
Patent pending

06.05.14 

EN 12841/B     10 < ø < 13 mm
EN 567 - UIAA          8 < ø < 13 mm

High efficiency climbing

Low friction on the rope

Perfect for traverse
rope situations

No wear-and-tear on 
ascender and rope
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